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SDA-IT
with locking

class
A15

max load
1,5 t

c o m p o s i t e  c o v e r s
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Equipment
Locking system with Allen screws.

Opening through concealed threaded inserts.

Rubber seal for odor protection.

Application
Class A15 – areas for pedestrians and cyclists.

Covers for indoor and outdoor applications designed to close 

chamber openings.

Also suitable for specialized environments with high hygiene and 

chemical resistance requirements.

Material
Covers and frames: Isophthalic resin ISO-FR reinforced

with glass fibers.

Fasteners: Stainless steel AISI 304.

Threaded inserts: Stainless steel AISI 304.

Cover Colour
RAL 7040 – window grey.

Chemical Resistance
Excellent protection against atmospheric corrosion and UV 

radiation.

Operating temperature range: -40 °C to +55 °C.

Optional Accessories
Screw-in handle made of

stainless steel AISI 304.

LENGTH × WIDTH HEIGHT WEIGHT OPTIONAL**

opening  {A} cover  {B} frame  {C} opening  {D} frame  {E} opening frame handles

square mm mm mm mm mm kg kg ks

SDA.C-0500/0500-IT 517×517 579×579 593×593 32 38 8 2 2

SDA.C-0600/0600-IT 595×595 655×655 671×671 32 38 10 2 2

SDA.C-0700/0700-IT 709×709 769×769 785×785 32 38 14 3 2

SDA.C-0800/0800-IT 823×823 883×883 899×899 32 38 19 3 2

SDA.C-0900/0900-IT 900×900 960×960 976×976 32 38 22 4 4

SDA.C-1000/1000-IT 1014×1014 1074×1074 1090×1090 32 38 28 4 4

rectangle mm mm mm mm mm kg kg ks

SDA.C-0800/0600-IT 823×595 883×655 899×671 32 38 14 3 2

SDA.C-0900/0600-IT 900×595 960×655 976×671 32 38 15 3 2

SDA.C-1000/0600-IT 1014×595 1074×655 1090×671 32 38 17 4 2

SDA.C-1000/0800-IT 1014×823 1074×883 1090×899 32 38 23 4 4

* Non-standard types are designed upon request.  ** Recommended quantity. Dimensions and weights are indicative only.

STANDARD TYPE*
SDA-IT

  DATA SHEET    |    standard design

type SDM.IT


